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Model Number:
ST-1801210-2835
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Shenzhen Suntech Company Limited
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Professional LED strip designer and
manufacturer
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SunTech Lite is committed to provide high quality LED lighting
product and superior service for market.
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1. The LED are packaged with pure gold wires and large-size chips.
KT BRR Al B FH R RS 5 B3
2. Only one Bin LED is used for each order, and keep the same Bin
LED in subsequent orders to ensure the consistency of the product.
BT —ASBINFIT 2k, JF BLAE G 91T BB 3 FTAH [R]BIN,
PRUE ) — 3.
3. The production process adopts high-temperature, lead-free SMT
technology, the solder joints are smooth and full.
AR S IR G HISMT L2, 2 s T v .
4. Use double-layer PCB to ensure stable electrical performance.
KRR AR, PRIUERRE [ B RE
5. Use original authentic 3M tape, strong and long-lasting adhesion.
JEAEIE h3MA T, RS & I A i3
6. A variety of installation accessories are optional, flexible and
convenient to use.
LRI AT, i R TTE
7. Different IP grade are available: IP20, IP65, IP66, IP68.
BriZK &4 nT 3% 1P20, IP65, IP66, IP68.
8. High light transmittance, environment friendly silicone material is
used for waterproof product, colorless, odorless and anti-yellowing.
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Product description//™= 5 #iiA

1. Dimensions: 10mm, 5m/roll
FRRSE: 10mm, 5XK/E

2. Power: 16W/m
FERIhE: 16WEK

3. LED type: SMD2835
JTERAS:. SMD2835

4. LED quantity: 180LEDs/M, 900LEDs/Roll
ITERELE: 180JTIK, 9004T/%

5. LED color: 1800-10000K
fTERBif: 1800-10000K

6. Cut length: 3LEDs/16.66mm
BYIKE: 347/16.66mm

7. PCB material: double layer FPC
PCB#1fi: WEFPC

8. Life time: >50000hours
FEmFE A >50000/M

Application/);

Interior lighting
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Architectural lighting
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Billboard decoration
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Display lighting
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Counter lighting
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Application scenarios/>; H 17 5
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Interior design Display lighting
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Counter lighting Billboard decoration Mirror lighting
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Color standard/Zi 5

<2200K 2700K 3000K 4000K 6000K >8000K
Super Warm Warm White Warm White Natural White White Cold White
White = R A AT Halogen Metal Holide Sh! AHEE
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Technical parameters/; K 2%

Optical parameters

HFESH

Electrical performance
parameters

HAERESH

Other parameters

HESH

Luminous/YGiBE : 1440-1600Lm/m Voltage/#EHE: DC12V
CCT/#H=f&3E : 1800-10000K Current/ZUEHHE: 1.33A/m

CRI/BEFEE: Ra>80

Beam angle/RCHE: 1

Power/ZREINZE: 16W/m
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Dimensions/#h % )X <)

150mm
2
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1.3mm
%
10mm 0.5mm

IP20-Non-Waterproof
ENUIEIN

Storage temperature/
fEFFIREE: —407+60°C
Working temperature/
TAEREE: -407+60°C
Life time/

% fw: >50000 hours

5000mm
DC12V 16.66mm
a» a
l P} l a 10mm
P Ei 1 2.8mm 1 42mm SN By 4.8mm
10mm 12.5mm 12mm
IP65-Silicon Coating IP66-Silicon Tube IP68-Silicon Extrusion
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Connection diagram/i% ;K]

1. Connection method one/#£ 757 —

Power supply

2. Connection method two/#££ 5 —

~220V

Power supply Controller
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Precautions /y+ = 5 Ul

[1Please cut it according to the cutting line,
do not cut it at other positons.
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1 Do not fold, twist or step on the led strips.
O &R b4, . BR.

Amplifier
NONT

Power

supply
IR

[1Please make sure the wall is dry and free of

dust before pasting.
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[1The LED strip wire ends cannot be shorted
together.
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Accessories/fi {4
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Power Supply/ 1 Connector/ %2 52 Weldless connector/4u 58z 3%

»*

Controller /41| 5% Aluminum profile/$8#4

Notes/#7¥ : [JPlease purchase the above accessories according to your demand.
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Packing instruction/ .35 i /]
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Notes/#& ¥
LI The regular packing is Sm/roll, special length need to be customized.
TR SRS, PR R E
[J Do not place heavy products on the top of the cartons, do not step on it.
HAE LT ATIREEY), ZEIRERES.
[J After receiving the package, if the outer box was damaged, please check the goods before signing for receipt.
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Tel: (+86)-18588265235

E-mail: sales@suntechleds.com

Website: https://sunliteleds.com/
Add: 6th Floor, Building B, Xiangdali Industrial Park, East

Baoshi Road, Baoan District, Shenzhen, China



